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exPlANATioN of SYMBolS
read all safety information before operating the equipment.  
Save these instructions.

to reduce the risks of fire or explosion, electrical shock and the 
injury to persons, read and understand all instructions included 
in this manual. be familiar with the controls and proper usage 
of the equipment.

 this symbol indicates a potential hazard 
that may cause serious injury or loss of life. 
Important safety information will follow.

Attention

 this symbol indicates a potential hazard 
to you or to the equipment.  Important 
information that tells how to prevent 
damage to the equipment or how to avoid 
causes of minor injuries will follow.

 danger of fire from solvent and paint fumes


danger of explosion from solvent, paint 
fumes and incompatible materials

 electric shock hazard

i 
Notes give important information which 
should be given special attention.

GRoUNDiNG iNSTRUCTioNS
this product must be grounded. In the event of an electrical 
short circuit, grounding reduces the risk of electric shock by 
providing an escape wire for the electric current. this product 
is equipped with a cord having a grounding wire with an 
appropriate grounding plug. the plug must be plugged into 
an outlet that is properly installed and grounded in accordance 
with all local codes and ordinances.

warning - Improper installation of the 
grounding plug can result in a risk of electric 
shock.

If repair or replacement of the cord or plug is necessary, do not 
connect the green grounding wire to either flat blade terminal. 
the wire with insulation having a green outer surface with 
or without yellow stripes is the grounding wire and must be 
connected to the grounding pin.

Check with a qualified electrician or serviceman if the grounding 
instructions are not completely understood, or if you are in 
doubt as to whether the product is properly grounded. do not 
modify the plug provided.  If the plug will not fit the outlet, 
have the proper outlet installed by a qualified electrician.

this product is for use on a nominal 120 volt circuit and has a 
grounding plug that looks like the plug illustrated below. make 
sure that the product is connected to an outlet having the same 
configuration as the plug. No adapter should be used with this 
product.

Grounded Outlet

Grounding Pin 

Cover for grounded outlet box 

iMPoRTANT eleCTRiCAl iNfoRMATioN
use only a 3-wire extension cord that has a 3-blade grounding 
plug and a 3-slot receptacle that will accept the plug on the 
product.  make sure your extension cord is in good condition.  
when using an extension cord, be sure to use one heavy enough 
to carry the current your product will draw.  An undersized cord 
will cause a drop in line voltage resulting in loss of power and 
overheating.  A 14 gauge or 12 gauge cord is recommended.  If 
an extension cord is to be used outdoors, it must be marked with 
the suffix w-A after the cord type designation.  For example, a 
designation of Sjtw-A would indicate that the cord would be 
appropriate for outdoor use.  

Attention

household use only.  Intended for indoor/
outdoor use oNly with materials having 
flashpoint above 100ºF (38ºC).
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iMPoRTANT SAfeTY iNfoRMATioN

SAfeTY hAzARDS

HaZarD:  EXPLOSiOn Or FirE
Flammable vapors, such as solvent and paint 
vapors, in work area can ignite or explode.  

PrEVEnTiOn:

 • do not spray flammable or combustible materials near 
an open flame, pilot lights or sources of ignition such 
as hot objects, cigarettes, motors, electrical equipment 
and electrical appliances.  Avoid creating sparks from 
connecting and disconnecting power cords.

 • For use with only water-based or mineral spirit-type 
materials with a minimum flash point of 100ºF (38ºC) — do 
not spray or clean with liquids having a flash point of less 
than 100ºF (38ºC).  Flash point is the temperature at which 
a fluid can produce enough vapor to ignite.

 • verify that all containers and collection systems are 
grounded to prevent static discharge.

 • Connect to a grounded outlet and use grounded extension 
cords (electric models only).  do not use a 3 to 2 adapter.

 • Keep spray area well ventilated.  Keep a good supply of 
fresh air moving through the area to keep the air within the 
spray area free from accumulation of flammable vapors.  
Keep turbine assembly in well ventilated area.  do not 
spray turbine assembly. 

 • do not smoke in the spray area.

 • do not operate light switches, engines, or similar spark 
producing products in the spray area.

 • Keep area clean and free of paint or solvent containers, 
rags, and other flammable materials.

 • Know the contents of the paint and solvents being sprayed.  
read all material Safety data Sheets (SdS) and container 
labels provided with the paints and solvents.  Follow the 
paint and solvent manufacture’s safety instructions.

 • Fire extinguisher equipment shall be present and working.

HaZarD:  ELEcTric SHOck
this product can cause injury due to electric shock.

PrEVEnTiOn:

 • do not submerge air hose into any liquids.

 • power cord must be connected to a grounded circuit.

 • Never submerge electrical parts.

 • Never expose the equipment to rain.  Store indoors.

 • Keep electrical cord plug and spray gun trigger free from 
paint and other liquids.  Never hold the cord at plug 
connections to support the cord.  Failure to observe may 
result in an electrical shock.

HaZarD:  gEnEraL
this product can cause severe injury or property 
damage.

PrEVEnTiOn:

 • Always wear appropriate gloves, eye protection, clothing 
and a respirator or mask when painting.  hazardous vapors 
– paints, solvents, insecticides, and other materials can be 
harmful if inhaled or come in contact with body.  vapors 
can cause severe nausea, fainting or poisoning.

 • do not operate or spray near children.  Keep children away 
from equipment at all times.

 • do not overreach or stand on an unstable support.  Keep 
effective footing and balance at all times.

 • Stay alert and watch what you are doing.

 • do not operate the unit when fatigued or under the 
influence of drugs or alcohol.

 • Never aim spray gun at any part of the body.

 • Follow all appropriate local, state, and national codes 
governing ventilation, fire prevention, and operation. 

 • the united States government Safety Standards have 
been adopted under the occupational Safety and health 
Act (oShA).  these standards, particularly part 1910 of 
the general Standards and part 1926 of the Construction 
Standards should be consulted.

 • use only manufacturer authorized parts.  user assumes all 
risks and liabilities when using parts that do not meet the 
minimum specifications and safety devices of the turbine 
manufacturer.

 • power cord must be connected to a grounded circuit.

 • do not spray outdoors on windy days.

 • use only wagner hvlp hose.
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CoNTRolS AND fUNCTioNS 

x-Boost Power Box

handle / air hose assembly

Spray gun
holder

handle

X-boost power dial

oN/oFF switch
(both sides)

iSpray® Nozzle

trigger

Spray width
lever

(for large projects)

Air cap

Material container 
(1300 ml)

Material flow control

Detail finish Nozzle
(for small projects)

Air hose port

oN/oFF switch

ThANk YoU foR YoUR PURChASe!
thank you for purchasing the wagner FleXio sprayer with best-in-class features that are designed for spraying residential paint, 
un-thinned, indoors or out.  only the FleXio sprayers have the power of the X-boost® turbine and versatility of the iSpray nozzle 
that will help you finish projects fast and professionally.  they are easy to use right out of the box and with low overspray and 
less clogging you will enjoy the flexibility to tackle all the painting projects on your list.  we appreciate your feedback, so please 
visit our website and write a review on the FleXio handheld sprayer so we can continue to learn and improve our products.

just click on www.wagnerflexio.com

iSPRAY Nozzle

designed to provide a roller-
like finish on broad indoor 
and outdoor surfaces.  Sprays 
un-thinned materials including 
un-thinned latex.

DeTAil fiNiSh Nozzle

Ideal for detail projects and 
finer finishes.  It is designed for 
spraying thinner materials, such 
as oil based stains and paints.  
the detail Finish nozzle leaves a 
smoother finish. 

TURBiNe oN/off SwiTCh

the turbine oN/oFF switch turns 
the system’s main power oN (I) 
and oFF (0).  

the turbine will not turn oN with 
this switch.  the handle switch 
must be turned oN (I) to activate 
turbine. 

hANDle oN/off SwiTCh

the handle oN/oFF switch will 
ready the nozzle for spraying.    

- +

x-BooST™ PoweR DiAl

the X-boost power dial adjusts 
the level of air power produced 
by the turbine.

TRiGGeR

pulling the trigger will deliver 
spray material from the 
material container to the nozzle 
assembly, where it is sprayed.



eN
5

oveRview

oveRview

Attention

make sure the power cord is unplugged.

1. lower the carry handle by pressing the locking tabs on 
either side of the handle.  

2. open the power box (a).  open the air hose retainer (b) 
inside the cover and retrieve the air hose and handle 
assembly (c).  Close the air hose retainer.

3. unwrap the power cord.  Slide the power cord into the 
provided recess. .

Attention

do not close the power box cover if the power 
cord is not positioned correctly.  the power 
cord could be damaged.

4. remove the desired spray nozzle from inside the power 
box.    Close the cover and pull the carry handle upwards.  
this will make the nozzle holder accessible during usage.   

In order to set up the system, items will need to 
be retrieved from inside of the X-boost power 
box.  

1

2

(b)

(a)

(c)

3

4



MATeRiAl PRePARATioN
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To PRePARe The MATeRiAl

1. Stir the spraying material thoroughly.

2. unscrew the cup from the nozzle.

3. After the material has been properly thinned* and strained, 
fill the container to desired level.

*ThiNNiNG The MATeRiAl
For certain spraying situations or desired finishes, thinning the 
material may be desired.  It is not necessary for most materials 
when used with the iSpray nozzle.  For use with the detail Finish 
nozzle thinning may be needed to acheive a finer finish.  make 
sure you adjust the X-boost™ and material flow settings for your 
specific material needs.

If thinning is necessary, use the proper solvent as specified by 
the material manufacturer.  Never exceed the thinning advice 
given by the coating manufacturer.

do not thin with materials that have a flashpoint 
below 100°F (38°C).

i material to be sprayed may need to be strained to remove any impurities in the paint which may enter and clog the 
system.  Impurities in the paint will give poor performance and a poor finish.

only thin the material if absolutely necessary to improve spray performance.  optimal spray performance should be 
acheived simply by adjusting the various controls on the unit. 
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ASSeMBlY

ASSeMBlY

Attention

make sure the power cord is unplugged.

1. Insert the suction tube into the intake opening. 

2. Align the pickup tube: 

 a If spraying downward, the angled end of the pickup tube should be 
pointing toward the front of the nozzle.

 B If spraying upward, the angled end of the pickup tube should be 
pointing toward the rear of the nozzle.

i make sure the pickup tube is inserted as far as it will go to 
ensure a tight fit.

3. Carefully screw the cup back onto the nozzle assembly.  tighten firmly.  

4. Align the nozzle and the handle approximately as shown.  

5. Insert and twist the nozzle into the handle toward the “lock” symbol 
on the handle.

  the tab below the trigger will lock the two pieces into place.

6. Insert the air hose tightly into the air hose port in the power box.      

  turn the power box switch oN (I).  turn switch on handle to oN (I).  the 
turbine will not run until handle switch is set to oN (l).  

i do not pull trigger at any time if the turbine is not running.  

Never point the spray gun at any part of the body.

1

2

a
B

3

4

5 6
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PoweR AND MATeRiAl CoNTRolS

x-BooST™ PoweR DiAl 
the X-boost™ power dial adjusts the level of air pressure produced by the turbine.  the 
X-boost™ power dial is factory-set at maximum out of the box. 

 • A high air power level will result in faster coverage and a smoother finish with 
thicker materials.    

 • lowering the air power will result in larger drops of material being sprayed from 
the gun, and will create a slightly rougher finish.

Tip:  the thicker the material you are spraying, the higher the turbine power you will 
need.    

Tip:  For fine-finish work with thinner materials, you may want to decrease the air power.  
Spraying a thinner material at high air power will result in more overspray.  overspray is 
sprayed material that does not stick to the spray surface and bounces back.  

MATeRiAl flow CoNTRol
the material flow control determines the amount of spray material that is sprayed 
from the spray gun.

iSpray nozzle - the material flow can be adjusted incrementally from 1 (minimum) to 
12 (maximum) by turning the adjustable material flow control

Detail Finish nozzle - Set the material flow by turning the red knob on the trigger of 
the spray gun.

 • For thicker materials, it is recommended that you start with the highest material 
flow setting and then gradually decrease the flow to suit your particular spraying needs.

 • For thinner materials, it is recommended that you start with a low material flow setting, and then gradually increase the flow 
to suit your particular spraying needs.  

 • the higher the flow setting, the quicker you will have to work in order to avoid drips and sags in your spray pattern. 

Tip:  Spraying with the control set too high will result in a spray pattern that runs and sags (too much material).

Tip:  Spraying with the control set too low will result in a spray pattern that does not cover (not enough material).

i Spray performance will depend upon a number of factors: material thickness, air power, spray pattern selected, 
and material flow.  testing different variations of the control settings will help you achieve the desired results.  See 
descriptions and suggested power and material Settings guide below to help with your project.

PoweR AND MATeRiAl SeTTiNGS GUiDe

coating
iSpray nozzle Detail Finish nozzle

Material Flow air Power Material Flow air Power

Transparent / semi-transparent stains, sealers 2 low med/heavy low

Lacquers (water based) 3 low med/heavy low

Solid stains 4 - 6 low / med Med low / med

Polyurethane 4 - 6 low / med med/heavy low / med

Oil enamels 7 Med heavy med-hi

Latex paints plus primers, Latex paints 9 - 11 med-hi N/A N/A

Oil or latex primers 9 - 11 med-hi N/A N/A

- +

iSPRAY

DeTAil fiNiSh



eN
9

SPRAY PATTeRN ADjUSTMeNT 

ADjUST SPRAY ShAPe

Adjust the spray pattern by turning the air cap ears. the air 
cap position will determine the movement direction of the 
spray gun.

the positions of the air cap and the corresponding spray 
pattern shapes are illustrated below.

test each pattern and use whichever pattern is suitable for 
your application.

Never trigger the gun while turning the 
adjustment ring.  Never point the spray gun 
at any part of the body.

Attention

when changing the spray pattern, make sure 
the black retaining ring is not loosened.

i *the air cap can be set diagonally on the 
detail Finish nozzle only. to achieve a round 
pattern with the iSpray nozzle, see the 
“Adjust Spray width” section.

ADjUST SPRAY wiDTh (iSPRAY oNlY)
the spray width lever on the iSpray nozzle determines the 
width of the spray pattern.

TiPS:

1. Start with a narrow fan pattern for painting trim work 
(1-5” width) and larger surfaces like doors and walls (>5” 
width).

2. Adjust material & Air Flow settings as shown in chart 
based on coating, fan pattern width, and nozzle.

3. Fine tune the material and Air power settings to achieve 
the best results for your application.

4. pull trigger slightly to start the turbine before pulling all 
the way to spray material.

5. use narrow pattern for detailed work, touch up.

6. recommended settings for material and Air power may 
change if the coating is thinned.

AiR CAP

AiR CAP eARS

Horizontal pattern

=

=

 
use ‘up and down’ 
spraying motion

Vertical pattern
=

=


use ‘side to side’ 
spraying motion

round pattern*

=

 use ‘up and down’ or 
‘side to side’ spraying 
motion

 use lower air power / 
material flow

 For coating smaller 
areas, corners and 
edges

wiDe

NARRow

wide pattern  For coating large 
surfaces

 use higher air power
 use higher material 

flow
narrow  pattern  For coating smaller 

areas, corners and 
edges

 use lower air power
 use lower material 

flow
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PRoPeR SPRAYiNG TeChNiqUe 

STOP
the room you are spraying must be properly 
masked in order to prevent overspray from 
covering woodwork, floors or furnishings.  
make sure you have properly masked the room 
per the instructions on the enclosed “taping 
guide”.

i If spraying with an air-assisted spray system 
is new or unfamiliar to you, it is advisable to 
practice on a piece of scrap wood or cardboard 
before beginning on your intended workpiece 
and/or test with water.   

watch videos on proper use and get tips and 
tricks at www.wagnerspraytech.com/sprayer-
tips-and-tricks-videos/

SPRAY PoSTeR
A spray poster is included with your unit.  the spray poster can 
be adhered to a spraying surface and can be used for practice.  
Follow the guidelines on the poster. 

SURfACe PRePARATioN
All objects to be sprayed should be thoroughly cleaned before 
spraying material on them.  Areas not to be sprayed may, in 
certain cases, need to be masked or covered.

SPRAY AReA PRePARATioN
the spray area must be clean and free of dust in order to avoid 
blowing dust onto your freshly sprayed surface. 

how To SPRAY PRoPeRlY

STOP
It is important to keep your arm moving whenever the gun is 
being triggered.  If you pause or linger in one spot too long, 
too much material will be sprayed to the surface. 

 • position the spray gun perpendicular to and six (6) to eight (8) inches from the 
spray surface, depending upon the spray pattern size desired.  with reduced 
material flow and air power, you can get closer to the spraying surface.  

 • Spray parallel to the surface with smooth passes at a consistent speed as 
illustrated below.  doing this will help avoid irregularities in the finish (i. e. 
runs and sags).

 • Always apply a thin coat of material on the first pass and allow to dry before 
applying a second, slightly heavier coat.  

 • when spraying larger surfaces, overlap each spray pass by at least 50%  this 
will ensure full coverage.

 • when spraying, always trigger the spray gun after spray pass has begun 
and release trigger before stopping the pass.  Always keep the gun pointed 
squarely at the spray surface and overlap passes slightly to obtain the most 
consistent and professional finish possible.

STOP
during a project, periodically wipe the nozzle tip with a cloth to remove any dried paint.  

when you quit spraying for any length of time, turn the turbine oFF and place the spray gun into the spray gun 
holder on the turbine.

6 - 8 inchesCorrect

Even coat throughout

Keep stroke smooth and at an even speed

Incorrect

Do not �ex wrist while spraying.

Light coat Heavy coat Light coat
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PRoPeR SPRAYiNG TeChNiqUe 

i use the images and guidelines below in order to assist you in achieving the desired spray pattern for your project.  
these are meant to be general starting points - you may have to slightly modify certain controls on the system in 
order to get the exact performance you need. 

lARGe SURfACe PRojeCTS
generally, high material flow and air power are 
needed for spraying large surface areas, such as walls 
and decks.  

the iSpray nozzle is ideal for these applications and 
is designed for broad coverage in either horizontal 
or vertical spraying. 

 • the air cap position will determine the 
movement direction of the spray gun.   

SMAll SURfACe PRojeCTS
generally, low material flow and air power are needed for spraying smaller 
surface areas, such as corners, lattice, or spindles. 

For this type of project, reduce power, material flow and switch to a narrow 
width when using the iSpray nozzle. 

NoTeS:

 • If you feel the material is going on too thin, increase the material flow.

 • If you feel the material is going on too thick, decrease the material flow even further or move the spray gun further away from 
the surface.

besides adjusting the controls, other factors that should be considered when spraying:

 • Distance from the spray object - if you are too far from the spraying surface, the material will go on too thin, and vice versa.

 • Material thickness* - if the spray pattern runs and/or is too splotchy, the material may need to be thinned.  

 • Spray gun movement - moving the gun too quickly will cause the spray pattern to be too thin and excess overspray.  moving 
the gun too slowly will cause the spray pattern to be too coarse or thick. 

i *only thin the material if absolutely necessary to improve spray performance.  optimal spray performance should 
be acheived simply by adjusting the various controls on the unit. 

If the material needs to be thinned, dilute the material in steps of 5% - 10% until the desired spray pattern is acheived.

i If after following the guidelines on these two pages you are still not getting the spray performance you need, refer 
to the ‘troubleshooting’ section on page 15.

=

oR
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CleANUP 

1

1/2
PULL

2 3

4 5

eMPTY wASTe 
CoNTAiNeR

6

1/2
PULL

flUShiNG The UNiT

Special cleanup instructions for use with 
flammable solvents (must have a flashpoint 
above 100ºF (38ºC):

 • Always flush spray gun outside. 

 • Area must be free of flammable vapors.

 • Cleaning area must be well-ventilated.

 • do not submerge turbine!

1. unplug the power cord.  loosen the material container 
by 1/2 turn, but do not remove it.  this will relieve any 
pressure left over in the system.  

  pull the trigger so that the material inside the spray nozzle 
drains back into the container.

2. unscrew the container and remove.  empty any remaining 
material back into the material container.

3. pour a small amount of the appropriate cleaning solution 
into the cup (water=1/2 full.  mineral spirits=1/4 full).  

4. Attach the cup to the nozzle and plug in the sprayer.

5. Spray the cleaning solution into a safe area.  

  while spraying, gently shake the spray gun.  this slight 
agitation will help break up smaller particles of spray 
material.  

6. unplug the power cord.  loosen the material container 
by 1/2 turn, but do not remove it.  this will relieve any 
pressure left over in the system.  

  pull the trigger so that the material inside the spray nozzle 
drains back into the container.

Attention

If you cleaned the sprayer using mineral spirits, 
repeat steps 1-6 using warm, soapy water.

i when cleaning, use the appropriate cleaning 
solution (warm, soapy water for latex materials; 
mineral spirits for oil-based materials).

Move on to “cleanup -  cleaning 
the nozzle”, next page.
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CleANUP (CoNTiNUeD)

CleANiNG The Nozzle
1. make sure power cord is unplugged.

  remove the air hose from the turbine.

2. iSpray nozzle only - 
 a. remove the air cap (a) by prying it off the connecting nut 

(inset).  loosen the connecting nut (b).

 b. remove the parts as shown.  Clean all parts with a cleaning 
brush and the appropriate cleaning solution.

  reassemble all parts when clean.

3. Detail Finish nozzle only - 
 a. unscrew the nut and remove the air cap and nozzle.

  remove the parts as shown(*).  Clean all parts with a cleaning 
brush and the appropriate cleaning solution.

  reassemble all parts when clean(**).

4. Clean the air vent (c) on the suction tube with a soft bristled 
cleaning brush.  

5. Clean the rear of the nozzle (d) with the appropriate cleaning 
solution.  use a thin layer of petroleum jelly to lubricate the 
o-ring (e).

1

2

(a)

(b)

3 4

(c)

5

(d)

(e)

* (*)  the nozzle seal may become 
stuck inside the detail Finish nozzle 
when the nozzle is removed.  If this 
occurs, make sure to pull it out.  

** (**)  It is important that the nozzle 
seal inside the nozzle be re-installed 
properly.  make sure the cup side of 
the seal (the side with the groove) is 
facing out towards the front of the 
nozzle.  Improper installation will 
cause leakage and damage to the 
turbine. 

Groove
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MAiNTeNANCe

CleANiNG The filTeRS

Attention

before every use, you should inspect the air filters 
in the turbine to see if it is excessively dirty.  If it is 
dirty, follow these steps to replace it.

Never operate your unit without the air filters.  dirt 
could be sucked in and interfere with the function 
of the unit.

1. open up the power box cover.  press the tab and remove the 
filter cover.  

  remove the dirty filter from the turbine and replace.  the 
smooth side of the air filter must be placed toward the turbine. 

  Secure the cover back onto the turbine.

CleANiNG The AiR vAlve TUBe

i If spray material ever enters the air valve tube, 
follow the steps below.

1. pull the air tube (a) at the top from the nozzle. Screw off the 
valve cover (b). 

  remove the valve seal (c). Clean all the parts carefully.  make 
sure to remove any material from valve seal housing area (d).

Attention

the air tube and valve seal (c) are only solvent-
resistant to a limited extent. do not immerse in 
solvent, only wipe.

2. place the valve seal (c) in the valve cover (b) with the pin 
facing into the tube.  Installing the valve seal into the valve 
cover will be much easier if the valve cover is inverted.

3. turn the nozzle upside down and screw on the valve cover 
(with valve seal inside) from underneath.  turning the nozzle 
upside down will prevent the valve seal from falling out of the 
valve cover during reinstallation.

4. place the air tube on the valve cover and on the nipple at the 
nozzle.

1

(a)

(b)

(c)

(d)

2 (c)

(b)

3

4

1



eN
15

TRoUBleShooTiNG

PRoBleM CAUSe SolUTioN

Problem a: Little or no material flow  1. Nozzle clogged.
 2. Suction tube clogged.
 3. Air vent on suction tube blocked.
 4. material flow setting too low.
 5. Suction tube loose.
 6. No pressure build up in container.
 7. Air valve tube not functioning.

 8. Nozzle seal missing.
 9. Air filter clogged.
 10. Spray material too thick.

 1. Clean.
 2. Clean.
 3. Clean (see page 13)
 4. Increase material flow setting.
 5. remove and replace as tightly as possible.
 6. tighten container.
 7. make sure both ends of the tube are 

connected and the valve seal is in place.
 8. replace nozzle.
 9. Change
 10. thin*.

Problem B: Material leaking  1. Nozzle loose.
 2. Nozzle worn.
 3. Nozzle seal missing or worn.
 4. material build-up on air cap and nozzle

 1. tighten.
 2. replace.
 3. replace nozzle.
 4. Clean.

Problem c: Spray pattern too thick, 
runs and sags

 1. material flow setting too high.
 2. Air power setting too low.
 3. Applying too much material.

 4. Nozzle clogged.
 5. Air filter clogged.
 6. too little pressure build-up in container.
 7. Spray material too thick.

 1. decrease material flow setting.
 2. Increase air power setting.
 3. Adjust material flow or increase 

movement of spray gun.
 4. Clean.
 5. Change.
 6. tighten container.
 7. thin*.

Problem D: Spray jet pulsates  1. material in container running out.
 2. Air filter clogged.
 3. Air valve tube disconnected.

 1. refill.
 2. Change.
 3. reconnect both ends of the air tube.

Problem E: Too much overspray  1. gun too far from spray object.
 2. Air power setting too high.

 1. reduce distance (6”-8” is ideal).
 2. decrease air power setting.

Problem F: Pattern is very light and 
splotchy

 1. moving the spray gun too fast.

 2. material flow setting too low.
 3. Air power setting too high.

 1. Adjust material flow or decrease 
movement of spray gun.

 2. Increase material flow setting.
 3. decrease air power setting.

i *only thin the material as a last resort to improve spray performance.  
optimal spray performance should be acheived simply by adjusting the 
various controls on the unit. 

this unit contains no servicable electrical parts.  do not attempt to 
service yourself.  Store indoors with the cord stored inside the power 
box.

have you tried the recommendations above and are still having 
problems?  In the united States, to speak to a customer service 
representative, call our technical Service at 1-800-328-8251. See www.
wagnerspraytech.com in the “Contact us” section for technical Service 
hours.  
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3

1

2

replacement parts available by calling 
customer service 

On peut obtenir des pièces de 
rechange en appelant le Service à la 
clientèle. 

Los repuestos están disponibles 
llamanado al servicio a clientes.

1-800-328-8251
# Part no.

nº de piéce
Pieza no.

English
Description

Français
Description

Español
Descripción

Qty.
Qte.
cant.

1 ------- X-boost® power box (includes 
item 2) 

boîte d’alimentation X-boost 
(inclut de pièce 2)

Caja de alimentación X-boost 
(incluye le articulo 2)

1

2 0420330 Filter Filtre Filtro 2

3 2341906A handle / air hose assembly ensemble de poignée / tuyau 
d’air

ensamblaje del asa / 
manguera de aire

1

accessories • accessoires • accesorios

Part no.
nº de piéce
Pieza no.

English
Description

Français
Description

Español
Descripción

0529014 iSpray nozzle assembly ensemble de embout de iSpray ensamblaje del boquilla de 
iSpray

0529013 detail Finish Nozzle™ assembly ensemble de embout de detail 
Finish™

ensamblaje del boquilla de 
detail Finish™ 

2367285 X-boost® turbine filters Filtres de turbine de X-boost® Filtros de turbine de X-boost®
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# Part no.
nº de piéce
Pieza no.

English
Description

Français
Description

Español
Descripción

Qty.
Qte.
cant.

1 0520006 Spray gun assembly (includes 
items 1-7) 

ensemble de pistolet (inclut 
des pièces 1 à 10)

ensamblaje de pistola (incluye 
los articulos 1-10)

1

2 2382751 Nozzle assembly ensemble de buse ensamblaje de boquilla 1

3 2382753 Adjustment ring Anneau de tarage Anillo de ajuste 1

4 0417474 Seal joint Sello 1

5 2361505 Suction tube tube d’aspiration tubo de succión 1

6 2361502 material container réservoir de liquide recipiente 1

7 0529005 tube / valve seal tube / joint de clapet tube / junta de la válvula 1

isPray NozzLe • Buse de isPray • BoquiLLa de isPray
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# Part no.
nº de piéce
Pieza no.

English
Description

Français
Description

Español
Descripción

Qty.
Qte.
cant.

1 0529276 Nozzle assembly (includes 
items 1-9) 

ensemble de buse (inclut des 
pièces 1 à 9)

ensamblaje de boquilla 
(incluye los articulos 1-9)

1

2 0417706 Nozzle seal joint d’étanchéité de buse Sello de boquilla 1

3 2362878 Nozzle buse boquilla 1

4 2362877 Air cap Chapeau d’air tapa de aire 1

5 2362873 Connecting nut Écrou d’assemblage tuerca de conexión 1

6 2304027 tube / valve seal tube / joint de clapet tube / junta de la válvula 1

7 2370527 Container seal joint d’étanchéité de réservoir Sello de recipiente 1

8 2371151 pickup tube tube d’aspiration tubo de succión 1

9 2370528 material container (600 ml) réservoir de liquide (600 ml) recipiente (600 ml) 1

1

2

3
4

5

9

7

8

6
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hvlP PAiNT SPRAY eqUiPMeNT

this product, manufactured by wagner Spray tech Corporation (wagner), is warranted against defects in material and work-manship for one year following date 
of purchase if operated in accordance with wagner’s printed recommendations and instructions. this warranty does not cover damage resulting from improper 
use, accidents, user’s negligence or normal wear.  this warranty does not cover any defects or damages caused by service or repair performed by anyone other 
than a wagner Authorized Service Center.

ANy ImplIed wArrANty oF merChANtAbIlIty or FItNeSS For A pArtICulAr purpoSe IS lImIted to one year FollowINg dAte oF purChASe. wAgNer 
ShAll Not IN ANy eveNt be lIAble For ANy INCIdeNtAl or CoNSequeNtIAl dAmAgeS oF ANy KINd, whether For breACh oF thIS wArrANty or ANy 
other reASoN. thIS wArrANty doeS Not Apply to ACCeSSorIeS.

thIS produCt IS deSIgNed For home uSAge oNly. IF uSed For CommerCIAl or reNtAl purpoSeS, thIS wArrANty ApplIeS oNly For 30 dAyS From 
dAte oF purChASe.

If any product is defective in material and/or workmanship during the applicable warranty period, return it with proof of purchase, transportation prepaid to 
any wagner Authorized Service Center. (Service Center listing is enclosed with this product.) wagner’s Authorized Service Center will either repair or replace the 
product (at wagner’s option) and return it to you, postage prepaid.

Some StAteS do Not Allow lImItAtIoNS oN how loNg AN ImplIed wArrANty lAStS or the eXCluSIoN oF INCIdeNtAl or CoNSequeNtIAl dAmAgeS, 
So the Above lImItAtIoN ANd eXCluSIoN mAy Not Apply to you. thIS wArrANty gIveS you SpeCIFIC legAl rIghtS, ANd you mAy AlSo hAve other 
rIghtS whICh vAry From StAte to StAte. 

PuLvérisateur de PeiNture HvLP

Cet article fabriqué par wagner Spray tech Corporation (wagner) est garanti contre tout défaut de fabrication et de matériaux pour une période d’un an suivant 
la date d’achat, à condition qu’il soit utilisé conformément aux recommandations et aux instructions écrites de wagner. la garantie ne couvre pas les dommages 
résultant d’un mauvais emploi, d’un accident, d’une négligence de la part de l’utilisateur ou de l’usure normale de l’article. elle ne couvre pas non plus les défauts 
ou les dommages découlant de services d’entretien ou de réparations assurées par tout autre établissement qu’un centre de service après-vente agrée de wagner.

toute gArANtIe tACIte relAtIve AuX quAlItÉS mArChANdeS ou À l’utIlISAtIoN de Ce produIt dANS uN but pArtICulIer N’eSt vAlAble que pour 
uNe pÉrIode d’uN AN À Compter de lA dAte d’AChAt. wAgNer Ne SAurAIt Être teNu reSpoNSAble deS dommAgeS FortuItS ou INdIreCtS quelS 
qu’IlS SoIeNt, que Ce SoIt pour INobServAtIoN de lA prÉSeNte gArANtIe ou pour toute Autre rAISoN. lA gArANtIe Ne Couvre pAS leS ACCeSSoIreS.

Cet ArtICle A ÉtÉ CoNÇu eXCluSIvemeNt eN vue d’uN uSAge domeStIque. lA gArANtIe Ne SerA vAlAble que pour 30 jourS À Compter de lA dAte 
d’AChAt de l’ArtICle eSt utIlISÉ À deS FINS CommerCIAleS ou de loCAtIoN.

tout article comportant des défauts de fabrication ou de matériaux au cours de la période de garantie applicable peut être retourné en port payé à un centre de 
service après-vente agrée de wagner, accompagné de la preuve d’achat (une liste des centres de service après-vente accompagne cet article). le centre de service 
après-vente agrée de wagner vous renverra l’article en port payé, après l’avoir réparé ou remplacé (ce choix étant à la discrétion de wagner).

Comme leS lImIteS de tempS relAtIveS À uNe gArANtIe tACIte ou À l’eXCluSIoN deS dommAgeS de NAture FortuIte ou INdIreCte N’oNt pAS 
NÉCeSSAIremeNt CourS dANS touteS leS provINCeS, Il Se peut que leSdIteS lImIteS ou eXCluSIoNS Ne vouS CoNCerNeNt pAS. CertAINS droItS 
pArtICulIerS vouS SoNt dÉvoluS eN vertu de lA prÉSeNte gArANtIe et peuveNt S’ACCompAgNer d’AutreS droItS eN FoNCtIoN de lA provINCe oÙ 
vouS rÉSIdeZ.

eqUiPo De AToMizACióN De PiNTURA hvlP

este producto, fabricado por la wagner Spray tech Corporation (wagner), está garantizado contra defectos de materiales y de mano de obra por un año a partir 
de la fecha de compra siempre y cuando se utilice de acuerdo con las recomendaciones e intrucciones impresas de wagner.  esta garantía no cubre daños 
ocasionados por el uso incorrecto, accidentes, negligencia por parte del usario o el desgaste normal.  esta garantía no cubre cualquier defecto o daño ocasionado 
por el servicio o las reparaciones llevadas a cabo fuera de un Centro de Servicio wagner Autorizado.

CuAlquIer gArANtÍA ImplÍCItA rFereNte Al poteNCIAl ComerCIAl o AdAptAbIlIdAd pArA uN uSo pArtICulAr Se lImItA A uN AÑo A pArtIr de lA 
FeChA de ComprA.  wAgNer eN NINgÚN CASo SerÁ reSpoNSAble de CuAlquIer dAÑo dIreCto o INdIreCto de CuAlquIer tIpo, yA SeA por vIolACIÓN 
de eStA gArANtÍA o CuAlquIer otrA rAZÓN.  eStA gArANtÍA No Se AplICA A loS ACCeSorIoS.

eSte produCto eStÁ dISeÑAdo pArA Ser utIlIZAdo eN el hogAr ÚNICAmeNte.  SI Se utIlIZA pArA propÓSItoS ComerCIAleS o de AlquIler, eStÁ 
gArANtÍA eS vÁlIdA ÚNICAmeNte durANte 30 dÍAS A pArtIr de lA FeChA de ComprA.

Si cualquier producto está defectuoso con respecto a los materiales o mano de obra, regréselo porte pagado junto con el recibo de compra a cualquier Centro 
de Servicio wagner Autorizado (la lista de Centros de Servicio se adjunta con este producto).  el Centro de Servicio wagner Autorizado reparará o reemplazará el 
producto (a la discreción de wagner) y se lo regresará porte pagado.

AlguNoS eStAdoS, depArtAmeNtoS o provINCIAS No permIteN lImItACIoNeS eN CuANto Al perÍodo de vAlIdeZ de uNA gArANtÍA ImplÍCItA NI lA 
eXCluSIÓN de dAÑoS dIreCtoS o INdIreCtoS.  por lA tANto, lA lImItACIÓN y lA eXCluSIÓN ANterIor puedeN No AplICArSe A uSted.

eStA gArANtÍA le otorgA dereChoS legAleS eSpeCÍFICoS y uSted tAmbIÉN puede teNer otroS dereChoS que vArÍAN de uNA loCAlIdAd A otrA.



flexio™ 5000

wagner-group.com


